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INTRO

Accoya® is suitable
for demanding outdoor
applications.

Accoya® is wood, but not as you know it.
It is modified timber in which a process
called acetylation, a cutting-edge patented
technology, enables it to resist rot,
defy the elements and stay strong for
decades. Guaranteed for 50 years above
ground and 25 years in ground or
freshwater, its performance and
properties are remarkable.

Guaranteed for 50 years above ground
and 25 years in ground or freshwater
Accoya® wood outperforms species
including Teak, Iroko, and Western
Red Cedar in independent dimensional
stability tests.
Swelling and shrinkage reduced
by 75% or more.
Wide range of colour and
coatings options

ACCOYA® WOOD

FEATURES & BENEFITS
Accoya® wood is produced from sustainably sourced, fast growing wood and manufactured
using Accsys’ proprietary patented modification process from surface to core.

KEY FEATURES
Dimensionally
stable

Outstanding
durability

Perfect
for coating

Barefoot
friendly

Naturally
Insulating

Excellent
Machinability

Insect
barrier

Consistent
quality
throughout

Naturally
beautiful wood

From sustainable
sources

Retained
strength &
hardness

Non-toxic

FEATURES & BENEFITS

With Accoya® wood you are assured
of consistent quality, durability and
dimensional stability.

ACCOYA® IS

DIMENSIONALLY
STABLE
Accoya® wood’s superior dimensional stability
(resistance to swelling and shrinkage) exceeds all
commonly used species, including Teak, Sapele
and Iroko. Accoya® wood has been tested over
prolonged periods in all types of weathering
conditions - above ground, below ground and even
in water - and has been proven to withstand even
the toughest of external environments.

DEFORMATION BY HOLLOWING
1. Siberian Larch
2. European Larch
3. Thermowood

4. Pine
5. Western red cedar
6. Accoya®
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BENEFITS
Floors and decks that stay level
Better fitting windows and doors in all weathers
Smaller gaps between the boards possible
and cladding that does not cup.
Easier to coat and reduced maintenance costs

6.

250 hours

ACCOYA® IS

IDEAL FOR COATING
Accoya® wood has shown improved coating lifetime
performance with many types of coatings, resulting
in extended maintenance intervals. The light colour
of Accoya® wood allows for a wide range of colour
finishes. Improved stability means film-forming
coating systems last much longer. Accoya® wood
is easier to coat, less preparation and sanding is
required.

Easier to coat, less preparation
and sanding required.

Guaranteed for 50 years
above ground and 25 years
in ground or fresh water.

ACCOYA® HAS AN

OUTSTANDING
DURABILITY
Accoya® wood’s durability (rot resistance) is
Class 1, matching and even exceeding the performance of nature’s most durable woods such
as Oak, Teak, Iroko and Sapele. Every batch
of Accoya® wood is tested after production to
ensure that its durability can be guaranteed.

Perfect for use in demanding
external applications, even
in fresh water.

STANDARD

DIMENSIONS AND QUALITIES
THICKNESS
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Every batch is tested
after production. Accoya®
is durability class 1.

150

QUALITY

* Also available as finger jointed boards (46 x 95/121/145 mm) L = 6 m
** Only finger jointed and laminated (95 x 121/145 mm) L= 6 m

STANDARD LENGTHS

2.4 m, 3.0 m, 3.6 m, 4.2 m, 4.8 m.
A1 : 4 sides primarily clear
A2 : 3 sides primarily clear
FJ : Finger jointed
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